
R-1 Residence 
District

R-2 Residence 
District

R-3 Residence 
District IN - Institutional

B-1 Central 
Business 
District

B-2 Highway 
Business District

B-3 
Neighborhood 
Business District

I-1 Industrial I-3 Light 
Industrial A - Agricultural C - 

Conservancy 
FW - Floodway 

District
FF - Flood 

fringe District

GFP - General 
Floodplain 

District

MAXIMUM Percentage of Lot Coverage (%) 60.00% - 95.00% 60.00%

MINIMUM usable living floor area per dwelling unit (sq. ft.) - - -

Principal Building

MAXIMUM Building Height (ft) / # of building stories above-grade 45ft or three 
stories.1

No maximum. 
If a structure is 
within 100 feet 

of R-1 or R-3 
zoned-

property, then 
a structure 
≥45ft in

height shall 
require the 

setback to be 
increased one 

foot
for each 

additional foot 
in height over 

45ft.

≤60ft as 
measured 
from the 

sidewalk level. 
(Ord.

1127 (part), 
1998)

≤35ft1

- -
Within mobile 
home parks: 

≥10ft

- -

Multiple-family 
dwellings, 

school 
dormitories,

and fraternities 
and sororities 
with sleeping 

quarters: ≥15ft.
 Within mobile
home parks: 

≥5ft

MINIMUM Rear Yard Setback (ft) ≥20ft ≥25ft
≥25ft. Within 

mobile home 
parks: ≥7ft

≥10ft for 
structures 

erected after 
1981.5 

≥20ft.5

Accessory Buildings4

MAXIMUM Accessory Building Height (ft) / # of building stories 
above grade

MINIMUM Front Yard Setback (ft)

MINIMUM Side Yard Setback (ft)3 No minimum 6ft 30ft 30ft

MINIMUM Rear Yard Setback (ft)2 No minimum 3ft 30ft 30ft

NOTES:
1 This height limit may be increased one (1) foot for
each additional one (1) foot of setback distance beyond the minimum 
required.
2 Per 20.04.373 Corner lot - side yard: A residentially-zoned corner lot 
shall state one frontage as the “front yard” and meet the applicable 
front yard setback standard, and second frontage is defined as a “side 
yard” with a 15ft side yard setback standard Otherwise, a variance 
would need to be pursued and granted.
 3. In considering a conditional use permit, the plan
commission may require an increased side yard setback, but
not more than twenty feet
4. Exception: For existing residential parcels created prior to 2006 and 
0.25 acres (ten thousand eight hundred ninety square feet) or less, 
accessory buildings may be located a minimum of five feet from the 
principal building with a fire wall extending the equal distance of ten 
feet.
5. Any or all of this yard may be used to meet off-street loading 
requirements
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The 
requirements of 
the underlying 
zoning district 
shall govern in 
the B-3 Overlay 

District

No projection into the front yard of the primary building/structure. No projection into the front yard of the primary 
building/structure.

Single-Family 5,000 sq. ft.

 Two-family/duplex/zero-lot-
line: 2,400 sq. ft per dwelling 

unit

Single-Family ≥50ft

For two-family/duplexes/zero-
lot-line: ≥44ft per dwelling unit

40.00%

See Principal Building  Height 
Regulations above

 ≥500ft. (Studio apartments:  ≥400ft)((Ord. 1210, 
2006). (Ord. No. 1475, 6-11-2019; Ord. No. 1517, 

7-12-2022),  Mobile homes in parks and 
subdivisions do not have a minimum floor area 

requirement

See standards applicable to  R-
1, R-3, and R-3 (at left)

See standards applicable to  R-
1, R-2, and R-3 (at left)

Residence district 1 regulations 
shall apply to the

agriculture or conservancy 
districts. (Ord. 1127 (part), 

1998)

Single-Family OR Two-family/duplex/zero-lot-
line: 6ft

≥10ft for all 
side and rear 

yards. If a 
structure is 

erected 
adjacent to a 

residential
zone, ≥30ft. 

No minimumMINIMUM Side Yard Setback per one (1) side (ft)2 3

≥10ft. If adjacent to a 
nonindustrial zoning district:

≥25ft.

6ft3

3ft

The 
requirements of 
the underlying 
zoning district 
shall govern in 
the B-3 Overlay 

District

Shall be no higher than the principal structure on the lot AND ≤18 feet in height. Heights are 
determined from the main elevation of the finished grade adjoining and along the front of the 

building to the highest point 

≤60ft, except as provided
in Chapter 20.52 Exceptions 
and Supplementary District 

Regulations.
If adjacent to a nonindustrial 
zoning district:  ≤35ft, unless 

the industrial district yards are 
increased

one foot for each foot the 
building exceeds 35

feet. 

≥30ft. If building(s) face
collector streets or 

County/State/Interstate 
highways, then ≥35ft. Parked
cars must be ≥12ft away from 

the public right-of-way.

See Principal Building  Height 
Regulations above

MINIMUM Front Yard Setback (ft) from street right-of-way, measured 
to building wall2

 25ft.2 

Otherwise use 
the (lesser) 

required front 
yard setback 

of an/the
abutting 

zoning district.

No minimum, 
except that a 
distance ≥10ft 
from building 

façade(s)
to the face(s) 
of curb must 

be reserved for 
sidewalk.

≥30ft, with 
parking areas 
≥12ft from the 
right-of-way. 
Corner lots 

must meet this 
requirement on 

both sides of 
the corner.

25ft

For residential building, see R-
1. Except as provided in

Chapter 20.52 Exceptions and 
Supplementary District 

Regulations, no structure
shall exceed 60ft in height 

(Ord. 1127 (part), 1998)

≥10ft
≥10ft. If adjacent to a 

nonindustrial zoning district:
≥25ft. (Ord. 1127 (part), 1998

≤35ft or two and one-half 
stories.1  (Ord.

1127 (part), 1998).
(Ord. No. 1517, 7-12-2022)

The 
requirements of 
the underlying 
zoning district 
shall govern in 
the B-3 Overlay 

District

75.00%

MINIMUM lot frontage (ft)

≥70ft for 
multiple-family 

dwellings;
otherwise R-1 

standards

≥70ft

Measurement

Zoning Districts

MINIMUM Lot Area (sq. ft.)

Multiple-
family: 2,000 

sq. ft per 
dwelling unit; 
otherwise R-1 

standards

No minimum 21,780 sq. ft. (0.5 acres) 43,560 sq. ft. (1.0 acre)

20ft ≥70ft ≥100ft ≥100ft



R-1 Residence 
District

R-2 Residence 
District

R-3 Residence 
District IN - Institutional

B-1 Central 
Business 
District

B-2 Highway 
Business District

B-3 Neighborhood
Business District I-1 Industrial I-3 Light 

Industrial A - Agricultural C - 
Conservancy 

FW - Floodway 
District

FF - Flood 
fringe District

GFP - General 
Floodplain 

District

MINIMUM Separation Between Buildings (ft.) - -

Primary: 
Minimum 20ft 

(+10ft per story 
or partial story 

above one 
story). 

Accessory 
buildings
≥10ft to a 
principal 
building. 4

-

Primary Building Setback from Drives and Parking Areas - ≥10ft -

Access to Buildings

Primary 
buildings shall 
be ≤200ft from 
public street or 

approved 
private
street. 

Driveways in 
parking lots 

are NOT 
considered
to be streets

Landscaping -

 ≥15 percent of 
the site

shall be open 
space and be 
landscaped 
with grass or 

ground
cover and 

shrubs or trees, 
or left natural.

-

Storm Drainage

Stormwater 
drainage plans 

shall
be required 

which provide 
for water to be 
collected and 

retained
on the site 

with discharge 
into the public 

drainage
system 

controlled to 
minimize 

flooding. (Ord. 
1127 (part),

1998) .
(Ord. No. 1372, 

10-25-2010; 
Ord. No. 1441, 
1-27-2014; Ord.
No. 1517, 7-12-

2022)

-

Site Plan Review

Exterior Storage

NOTES:
1 This height limit may be increased one (1) foot for
each additional one (1) foot of setback distance beyond the minimum 
required.
2 Per 20.04.373 Corner lot - side yard: A residentially-zoned corner lot 
shall state one frontage as the “front yard” and meet the applicable 
front yard setback standard, and second frontage is defined as a “side 
yard” with a 15ft side yard setback standard Otherwise, a variance 
would need to be pursued and granted.
 3. In considering a conditional use permit, the plan
commission may require an increased side yard setback, but
not more than twenty feet
4. Exception: For existing parcels created prior to 2006 and 0.25 acres 
(ten thousand eight hundred ninety square feet) or less, accessory 
buildings may be located a minimum of five feet from the principal 
building with a fire wall extending the equal distance of ten feet.
5. Any or all of this yard may be used to meet off-street loading 
requirements

Please view 20.52.080 Exterior Storage

Site plans are required and shall require approval of the plan commission in accordance with Section 20.52.100 of 
this title prior to commencing any site work or granting a building permit. (Ord. 1127 (part), 1998).
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Measurement

Zoning Districts

Parking, Driveway, and Lighting Design

1. Driveways shall be a 
minimum of twenty-four feet

wide. 2. When roadways exit to 
adjacent properties rather

than directly to a public street, 
permanent cross-easement

agreements shall be recorded 
which adequately guarantee

such accesses will be 
permanently maintained. 

Lighting. See Chapter 23.025--
Exterior Lighting

Standards.

Parking spaces shall be a minimum of nine feet by eighteen feet and clearly marked on pavement in multifamily developments. Parking areas 
shall be paved with concrete or asphalt- bituminous materials.

Frontage and access onto a 
public or approved private 

street Frontage and access onto a public or approved private street


